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RICi-E1
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3. Duration (sec)[0 - 36001

ESC—prgu.menu; t-main menu:; &-exit
agnostics>l oopback

(Di
. (0)
(30

sable)

0)

1 Mngr/s Di

)/ %

2 &%

QECEYE

01 ).%&.0

0 1).33&.0% )



&' (% I

“& sk - HyperTerminal
File Edit View Call Transfer Help

1. Ping >
2. Trace Route >
3. Loopback >
ESC-prev.menu: t'-main menu:; &-exit 1 Mngr/s Di
agnostics
w

Connected 1:00:21 ANSTW 115200 8-M-1
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To trace a route:
1. Navigate to Main Menu > Diagnostics > Trace Route.

2. From the Trace Route menu, select Destination IP Address and enter the IP
address of the host to which you intend to trace the route.

3. Select Display Trace Route to start tracing.

E1 converter starts tracing the route, displaying the IP addresses of all
hop nodes.

4. Select Stop Trace Route to stop the tracing.
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Creating the Loopback Plug for E1 on RJ-45
Complete the following steps to create a loopback plug for E1:

Use wire cutters to cut a working cable that is 5 inches long with a conneatdreakt
Strip the wires.

Twist the wires from pins 1 and 4 together.

Twist the wires from pins 2 and 5 together.

Leave the other wires alone.

gk

The pins on an RJ-45 jack are numbered from 1 through 8. With the metal pins facing toward
you, and the cable hanging down, pin 1 is the left-most pin.
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